
first position soft-close - 6
then fasten soft-close  - 7

COMPONENTS
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fastening pin – 4 pcs

screws M3x20 – 4 pcs13 11 9
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X-2 mm

track Maxim

track Comfort

track Top
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track Gemini

track Single

X - 2 mm
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screws 3x16 – 2 pcs

screws 3.5x40 – 4 pcs

3x16

GEMINI 4, GEMINI 10, COMFORT 10, 
SINGLE 10, TOP 10 

MAXIM 18, TOP 18

h = H - 40 mm

h = H - 38 mm

door height

door height
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Before fitting the door,
remember to load the
soft-close mechanism.

ATTENTION!

ATTENTION

There are three heights of activator
included with each soft-close.
After door instalation, choose
the most appropriate.

  

Soft-close set for sliding doors Sevromatic MINI SV-25 (25 kg), SV-40 (40 kg) and SV-60 (60 kg)

vertical profile
(handle)

Self-tapping screw 6.3 x 32

Do not use bottom track positioners in conjunction with soft-close.

Top track

top horizontal profile

soft-close activator

positioning of catch
in top track

prior to instalation
in track SINGLE,
the edges of 
the activator must
 be chamfered
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soft-close 
mechanism

– 2 pcs soft-close activator (different sizes) – 2 sets

Assembly of soft-close mechanism with systems:
GEMINI 4, GEMINI 10, COMFORT 10, MAXIM 18, SINGLE 10, TOP 10, TOP 18

Sevromatic MINI SV-25, SV-40 and SV-60
SOFT-CLOSE



X

X - 2 mm

Board
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3.5x40

3x16

GEMINI 18, COMFORT 18, 

 MAXIM 18 Board

h = H - 42 mm

h = H - 40 mm

door height

door height

Soft-close activator

Top track
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Sevromatic MINI SV-25, SV-40 and SV-60
SOFT-CLOSE
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