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Stopper installation

2.5 mm
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Carriages installation, door regulation
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After door regulation
fasten carriages with screws 4
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Universal guide
installation

145

carriages D1

carriages D2

Stopper

x2
x2

x2

R
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carriage D3

x2

3.5 x 163.5 x 16

x16
Universal

guide
Universal

guide

Stopper

x1

x8

Set for sliding doors 
Merkury (1 wing)

Set for sliding doors
Merkury (2 wings)

Top track
Merkury 

 - index 5243

Soft-close Merkury CENTRAL

Soft-close MINI

25 kg
 - index 524440 kg

 - index: 20359-SV  25 kg
 - index: 20260-SV40 kg

SYSTEM

MERKURY

Max.
weight up to

45 kg per door

Door filling:
16-40 mm board

cut off
surplus

OPTIONS

Door fitting order

70 mm - when using 
stopper

min 145 mm - when using
soft-close
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number of doors          - N 

total overlap                 - Z 

2 3

40 80
mm mm

visual design - 4 wings

         w = (W + 120) : 4

         w = (W : 2 + 40) : 2

układ drzwi

układ drzwi

4
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mm

         w = (W + Z) : N
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Dimensions of opening



Stopper installation 
(for outer doors)

Three door configuration

If you use a stopper for the central door, it will only
be possible to open it in one direction, left or right
(depending on which side you attach the stopper).
When using our central soft-close, the central door
can be opened in both directions.

Stopper installation 
(for the central door)

Attention

2.5 mm

1

2

stopper installation
 

Two door configuration 
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Soft-close positioning

outer door

inner door

R

soft-close
 Merkury CENTRAL

R

central door (external)

Soft-close installation

2 wings

carriage D1
(central door)

carriages D2 and D3
(outer doors)
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Installation of the soft-close activators
(after adjusting the door wing)

carriage D1 
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